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ENGINEERING GEOLCGY FOR LAND-USE PLANNING
FOR A PARCEL OF STATE-CWNED LAND EAST
OF WASHINGTON, WASHINGTON CCUNTY, UTAH

prepared by
Robert H. Klauk and William Mulvey

INTRCOUCTION

Background and Purpose

In response to a reguest from XKevin Carter of the Division of State Lancs
and Forestry (DSLF), the Utah Geological and Mimeral Survey (UGMS)
investigated State land in parts of secs. 12 and 13, T. 42 S,, R. 15 w., and
parts of secs. 7 and 8, T. 42 S,, R. 14 w., Salt Lake Baseline and Meridian
(fig. 1). The purpose of the investigation was to inventory geologic
conditions on the property, including geologic hazards, and present that
information in a format that would allow the DSLF to make informed decisions
regarding future development of the parcel. In addition to providing data on
general geology and hydrology, this report includes information on flooding,
slope stability, foundation conditions, seismicity, and suitability for
individual wastewater disposal systems. This recort and included maps are to
be used to identify areas affected by geclogic hazards that would require
further site-specific investigation once development begins. A glossary of

terms is included in appendix 1.

Scope of Work

The scope of work for this investigation included:
l. Review of published and available unpublished literature and other
information including reports, maps, and well logs pertinent to the

geology, hydrology, and soils of the site.
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2. Examination of stereoscopic aerial photographs of the site taken in 1981.
3. A two-day field reconnaissance to verify existing data and to cbtain
additional information.
4. Report writing.
The scope of work did not include test borings, excavation of test pits,

or laboratory testing.
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Figure 1. General lgcation map of the site in Washingon County, Utah.
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Setting

The site is less than one-half mile east of Washington, Utah and is
torderea to the north and south by Interstate 15 and Highway 91, respectively
(fig. 2). The crest of Washington Black Ridge forms the eastern site
boundary, whereas the western border extends through badlands topography
approximately 1100 feet east of Washington City. Grapevine Pass Wash, an
intermittant, deeply incised drainage, crosses the site frcm north to south,
dividing the parcel nearly in half. A numter of ephemeral tributaries to the
wash alsc cross the site. Elevations range frcm 3200 feet at the crest of
washington Black Ridge to slightly less than 28C0 feet where Grapevime Fass
Wash exits the site beneath Highway 91. Mean annual precipitation for the
site is approximately 12 inches (Jeppson and others, 1968). gktending onto
the site from the north is a small dam that ponds flow from Grapevine Pass
wash and an unnamed tributary (fig. 2). The dam is approximately 20 feet hicgh
and 700 feet across with no spillway. It appears to have been constructed

with on=site material.

GENERAL GEQLCGY

The site lies in the St. George Basin of the Colorado Plateau
physiographic province (Stokes, 1977). The St. George Basin is characterized
by cuestas, buttes, and benches that formed when streams cut into gently
dipping and folded rocks along the western edge-of the Colorado Plateau
(Christenson and Deen, 1983). Washington Black Ridcoe is a former tributary
channel to the Virgin River along which lava flowed during Quaternary time
(Hamblin, 1963). The lava armored the channel tottom, and erosion of the
surrounding softer sedimentary rocks has resulted in an inversion of

topography with the old stream channel now a resistant basalt ridge.
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Figure 2. Site map.



Grapevine Pass wash appears tc be the remnant of a foermer alluvial channel
that erodeda scfter bedrock west of Washington Black Ridge. Presently it

appears to contain flow only in response to cloudburst storms.

Stratigraphy

Geologic units exposed at the site include Triassic-age bedrock and
Quaternary-ace unconsolidated depcsits (fig. 3 anc appendix 2). Eedrock
incluges the Triassic Moenave and Kayenta Fcrmations. The Triassic Petrifiea
Forest Merber of the Chinle Formation cces not crop out on the site, btut it is
present at shallow depth bemeath a thin layer of colluvium (Gms on fig. 3) anc
therefore is described in this report. Outcrops of the Qinosaur Canyon
Sanastone Member of the Moenave Formation are present in the nearly vertical
barks of drainages at isolated locations, but are too small to cepict on the

geologcic map.

The Petrified Forest Member of the Chinle Formation consists of variegated
reg-trown, purple, green, and blue shale with local sandstcne, gypsum, anc
tentonite interbeds. Discomformably overlying this unit is the (inosaur
Canyon Sandstone Member of the Moenave Formation which consists of red to
green, thin-bedded shale, siltstone, and sandstone (fig. 4). Overlying the
Dinosaur Canyon Member 1is the Springdale Sandstone Member which is a
ledge~forming white to red sandstone with thin shale lenses (Harshbarger, and
others, 1957; Cook, 1960; figs. 3 and 5). This member of the Moenave
Furmation is conformably overlain by the Kayenta Formation (figs. 3 and 6).
The Kayenta Formation consists of interbedded red sandstone, siltstone, and

shale.
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Figure 3. Geologic map.



Figure 4. Dinosaur Canyon Sandstone Mamber of the
Mcenave Formatian. Field book 13 used lor
scaie.

Figure 5. Springdale Sandstone Member of the Moenave Formation—view 'ooking
wast.
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Quaternary unconsolidated deposits cover more than two-thircs of the site
(fig. 3). These cdeposits consist of alluvial gravel, sand, silt, and clay
that have teen locaslly reworked by wind. The steep slopes on the western
flank of Washingtcn Black Ricge are covered by colluvium consisting of cobbles
and boulders representing rockfall debris from the basalt cap (fig. 7). The
colluvium forms a veneer less than 4 feet thick covering the Kayenta and
Moenave Formations (Qcg on fig. 3). Immediately to the south, rotational
slumping has occurred where the colluvial slopes are underlain by the
Petrified Forest Member of the Chinle Formation (Gms on fig. 3 and fig. 8).
Accorcing to Christenson and Ceen (1983) failure is not occurring tcday, but
was active during late Pleistocene and possibly early Holocere time. No
evicence of recent slumping was observed during the field investigation for

this study.

Figure 8. Kayenta Formation—view looking north.
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Figure 7. Basait colluvium covering west flank of Washington (or Black
Ridge—view looking north.

Qms — i

_ - ._ e . ...
Figure 8. Hummaocky topography resulting from rotational failures in the Petrified

Forest Member of the Chinle Formation overlain by ¢olluvium —view look-
ing southwest.
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tructure

The St. Gecrce 5asin is a major fault block within the structural system
that forms the western oorcer of the Colorado Plateau (Hamblin, 1970). The
pasin has been downthrown alcng the Hurricane Fault located 10 miles east of
the site (fig. 9). Total displacement across the fault is 6000 to 80CO feet
with major movement occurring after Miocene time (Ancerson anc Mehnert,

1579). \Movement of this fault is evident at several lccaticns where
Pleistceene tasalts anc alluvial fans have heen cisplaced (Earth 3ciences
Associates, Inc., 196Z). Two ctner major nerth-striking normal faults are
founc in the Washington area (Fig. 9). The Grand Wash Fault, located 15 miles
west of the site, is suspected to have tpeen, but not proven to be, active in
Quaternary time (Anderson ang Miller, 1979). This fault forms the west edge
of the St., George Easin. The Washington Fault, less than two-thircs mile west
aof the site, is the mare preminant of these two faults. Earth Sciences
Associates, Inc. (1982) dateo Holocene movement on this fault. No known

faults are located on the site.

The majar structural feature in the St. George Easin is the Virgin
anticline, the axis of which trends in a northeast direction less than
cne~half mile southeast of the site (Cook, 1960). The northwest flank of this
anticline passes beneath the site at dips ranging from 9 to 23 degrees to the

northwest.,

GRCUND WATER

The site is locateg in the Central Virgin River Basin where both

unconsolicatec seciments and rocks yield water to springs and wells.
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Figure 9. Approximate locations of main traces of major faults (D, downthrown side; U, upthrown side) and earthquake epicen-
ters Magnitude 4.0 or greater listed in Table 1 (1850 to March, 1986). (Modified tfrom Christenson and Deen, 1983.)
Ngte: Epicenters 1, 4, and 5 in the St. George area are approximalely located based on accounts of fell earthquakes,

Lnconsolidated geposits cover 20 percent of the basin but yielc about &0

percent of the water discharged by wells;

the water comes primarily from

unconsolicated basin-fill deposits in low-land areas (Cordova anc others,

1972). Thin, channel-fill geposits cf small areal extent cischarge water to

springs and wells that supply small amounts of water.
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The principal becrock acuifers in the Central virgin River Easin are in
the Mcenkcpl, Chinle, tcenave, anc Kayenta Fcormaticns, the Navajc Sancstone,
icnecus rocks in the Pine Valley tcuntains, and Quaternary basalts (Corcova

and others, 1972). Most springs in the basin gischarge from tedrock.

Based cn the logs of water wells shown in figure 2, the shallow aguifer
beneath the site appears to be in bedrock more than 1CO feet below the ground
surface with flcw tc the scuth. At the time of the investigaticn & small
sprinc was founc in the southern part of the site. It was cischarging frcm
colluvium (Gms) overlying the Chinle Formaticn that forms the southern bark of
Grapevine Pass Wash at this location (fig. 2). Figure 1Q shows a large nurger
of springs discharging from what appears to be the Kayenta Formation west cof
the site (Cordova and others, 1972). One of the springs 1s located on the
site, Fowever, no evicence cof this spring was found during this investigaticn
ingicating it may flow cnly curing late spring or early summer or in response
to cloucburst storms. A second spring, found during the investigation, is
locatea approximately 1500 feet north of the site and appears to be discharing

from the Kayenta Formation.

SOILS

Both residual and transported soils are present on site. Soil
classifications and grain-size classes used in this report conform to the
Lnified Soil Classification System (USCS, appendix 3). Resicual soils develop
on tedrock and consist of weathered, disintegrated rock that has not been
transported by wind or water. More resistant rock types such as the Kayenta
Formation and the Springdale Sandstone Member of the Moenave Formaticn have

essentially no soil cover. Resicual soils are lccalized and erratic in
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cccurrence, anc may pe several inches to several feet thick in areas otherwise
mapped as bedrock (fig. 3). The ccrposition of these soils is primarily clay,
silt, anc sana. The soil character ceperds larcely on parent rock type;
sancgstone ylelds sandy soils (SP), whereas shale, mudstone, and siltstone

produce silty and clayey soils (CL, M_, CH, M4).
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Figure tQ. Map showing large number of springs west of the site (modified from Cordova and others,
1972),



Figure 11, Alluvial clay, siit, sand, and gravel in bank of
Grapevine Pass Wash.
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Figure 12. Debris flood deposits in channel of Grapevine Pass Wash.
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Transported soils incluce: 1) alluvium, 2) eolian cdegosits, 3) colluvium,
anc 4) fill. Alluvium (fig. 3) is orincipally sand (SP), but includes silty
ana clayey sana (SM, SC, SM-SC), cravel (GP), and silty and clayey cravel (G,
GC, GM=GC) (fig. ll). Flood-cepcsited boulders, as much as 4 feet in
diameter, are found in the channel of Grapevine Pass Wash (fig. 12). Eolian
deposits consist of alluvial sand reworked by the wind, forming dunes at some
locations (fig. 13). The USCS symbol for these deposits is SP. In many areas
it is agifficult to differentiate between the eolian and alluvial ceposits.
where this occurs a cual symbol is used on figure 3 (Qal/Ces). Colluvial
cepesits consist of ccbobles ana beoulcers forming a layer of variacle thickness
on slopes up te 30 percent (figs. 7 and 8), Irmediately acjacent to the site
on the north is an area reworked to construct the small dam (figs. 2 and l4).
Part of the embankment is cn site and is shown on figure 3 as Fl. The dam
aprpears to nave teen constructed from alluvial/eolian deposits similar to

those described on the site.

Figure 13. Eolian sand dunes overlying ailuvium.
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Figure 14, Dam and graded area.

CECLCGIC HAZARDS

Geologic hazards considered in this study include flooding, slope failure,
erosion, adverse founcation congitions, seismicity, and soil conditicns with
regard to suitability for indivicdual wastewater disposal systems. These
hazards can affect development on the parcel and must be taken into account in

planning.

Flooding

Flooding in the St. George-Washington area is chiefly in response to
cloudburst storms during the summer months (Christenson and Deen, 1983). A
number of ephemeral tributaries to Grapevine Pass Wash could experience

significant flow from such storms for short periods of time (fig. 15).
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Cecris, similar tc that shown in figure 11, is evigence of significant
flcoclng in these tricutaries. The flccc hazard in Crapevine Pass Wash has
—een recucec by the ccrnstructicn cf the creviously cescribec cam (fig. 1&4).
However, the Cam coes not appear to oe ccnstructea to standards that will
contain a 1CO-year flood. No water was in the cam at the time of the site
investigation. In addition to possible chanmmel flcoding the site could
experience sheet wash in areas where becrcck is at or very near the surface.

Tre areas ccnsicered most susceptible are celineatec in figure 15,

Slope Failures

The stability of natural becrack slopes is dependent on lithology,
ground-water conciticns, anc the attituce of bedcing or jointinc (Christenson
anc Ceen, 1%583). Tyrpes of fallures most likely to affect pecrock slcpss ars

falls, tcpples, anc slices.

Rockfalls are downslope movements of rock masses or single tlocks by
freefall, rolling, oouncirg, or toppling mechanisms (Varnes, 197€). The
pasalt cap on Washington Elack Ricge 1s susceptible to this tyge af failure,
and debris from that source has resulted in the colluvial-covered slopes shown

in figure 3. PRockfall is cccurring cn the site.

Rotationmal failures or rock slumps occur when a weak layer fails and a
block of material moves downslope along a bowl-shaped, concave-upward slice
plane (varnes, 1978). The Petrified Forest Member of the Chinle Formation
underlying the colluvial slcpe COms cn the west flark of Washingtcn Black Ridge
(fig. 2) has failed in this manner. The slope is characterizec by a series of

slumcs resulting in steppec topcgraphy (fig. 8). Most landslide activity
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cccurrec curing wet intervals in Plelistccere time (Crristenscﬁ &nc Ceen,
198%). G evicerce of recent slumping was observec curing the investication,
zlthouch removal of raterial 3t the basse of the slcce cr the accition cf lcac
(structures; anc irricaticn cculc renew failure activity, Ctrer tcecrcck units

on the site showed no evidence of slope Instability.

Slopes in unconsplidated ceposits on the site, other than colluvial slopes
crevicusly discussec, sopear stable urcer present conditicns, Flceeine im
Zrzinages on the site ccoulc uwncermine barks, making them leocally unstacle.
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incivicual projects.

Ercsion

Channel and, to a lesser degree, wind ercsion are cccurring on the site,
Chanrel erosicn results from concentratec flaw in gullies and channels ancd is
significant in the scuthwest part of the site (fig. 16). ‘tumercus gullies
have entrenchec into the banks of drainmaces in this area. The heacward
migration of these gullies cculG eventually undermine the fcuncaticns of any
structures built in this part aof the site. Althouch fluvial erosion is more
cestructive, wind ercsiocn is alsa active and could cause preoblems resulting
from dune migration across developec areas. Active cune areas are shown on

figure 3 (Qed).

Adverse Foungation Conditions

Conaiticns that may acversely affect fcuncations are: 1) expansive clays,

2) cisscluticn of gypsum, anc 3) shallow grcund water. Expansive clays cause
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cifferential settlement or heave with changes in mcisture ccentert anc resclt
in crackinc anc failure of founcaticns. Expansive clays are founc in the
ferrifiac Fcorest rember of the Chinle Fermetion., Althcuch the Fetrifiec
Fcrest Merger cces not crop out in the stugy area, it is only coverec by a
thin layer of colluvium (fig. 3) anc, therefore, cculc be exposed in

fecunaations for structures built in those areas.

Cyosum is subject to cissolutien by water (oround water and irricaticn
water, that can result in scil cellapse. Gyosum can zlso have & celerericus
affect on cocrerete. Cypsum is abuncant in toth the Petririec Ferest Merber of
the Chinle Fcrmation and the Dinosaur Canyon Sancdstcne Member of the Mcenave
Formaticn. The only outcrops cf Qinosaur Canyon Sandstone on the site occur
in isclatec locations in the near-vertical lower banks of Grapevine Pass Mash
{fic. 4). At these lccations, the Dinosaur Canycn Sandstorne is ccvered ry
sicniricant thicknesses cof alluvium anc eolian ceposits anc foungations woulcd
procatly not extend tc that depth. FHowever, the Cinosaur Canyon Sancstone may
te exposea at scme ather locaticns where overlying sediments are thinner.
Martensen anou others (1$77) cescribec the lcwer section of the Kayenta
Formaticn as actively erocing shale with interbeccec layers of gypsum. ™o
gther literature reviewed for this report asscciates gycsum with the Kayenta
Formation and no gypsum layers in this unit were observec in the field.
Precaution should be taken, however, to test for the presence of gypsum at all

foundation locations because of its solution characteristics.

Shallow grcuno water can cause expansion of clays, leaching of ogypsum, anc
floocaing of tasements. The regional shallow ground-water table is more than
1C0O feet below the surface of the site and will not affect founcations.

Therefcre, only localizec areas of percheg ground water represent a problem.
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The only evicence of gerchec crournc water noted curing the site investicaticr
was the =mall sgring previcusly ciscussed., This spring seeps frem cclluvium
ccverinc the Chinle Formation ferming the southern bank cf CGrapevire Pass
Wash. The high permeability of alluvium in the flcor of the wasnh allows total
infiltration of discharge within a few feet. The spring Cordcva and others
(1972) icentified on site woulo appear to be recharged from ground water in
the Kayenta Formation. This spring may no longer exist or may only flow
guring ceriods of high recharge or in respcnse to clcucdburst storms. The
cossitility of springs discharcine intermittantly shoule be consicerec curincg
planning for this part of the site, Areas where tecrock or lcw-perrmeacility
clays are at shallcw cepth could develop perched grounc water recharcec by
irrigation. This perched water could flood basements or adversely affect
foundations. Cectechnical investigaticns for indivicual projects should

cetermine if these ccnditicns exist in areas proposed for cevelcpment.

Unweathered rock formations provice incompressible and therefore favoratle
foundations, but may present excavation difficulty. The Springdale Sandstcone
vember of the Mcenave Formation sppears to te the most resistant to excavaticn
(fig. 3). Areas on the site where cecrock needs to be excavatec may recuire

blasting.

Seismicity

The site is located in the Intermountain Seismic Belt, a zone of high
selsmic activity extencing from northern Arizona to northwestern Mcntana
{smith and Sbar, 1$74). In Utah, this zone generally follows the

ncrth-sguth-trencing Hurricane and Wasatch fault zones.
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A tatulaticn of histcrical earthguakes of Richter magnituce 4.0 or creater
within 20 miles of the site is presentec in table 1. A plot of earthquake
epicenters is precented in ficure $. MNo magnituce 4.C or greater earthcuakes
have teen reccrcea since 1%4%. The largest historic earthquake (magnituce

6.3) was 18 miles north of the site.

Two stuaies have calculated maximum expected earthquake maanitudes for
scuthwestern Utah. Thenhaus and wWentworth (1982) calculatec magnitudes of as
much as 7.5 for the Hurricane fault and less than 7.5 for the Washincton anc
Granc wash faults (fig. $). Earth Sciences Associates, Inc. (1982) cetermireo
the maximum credible earthguake that can be generated by either the Grand Wash
or washington faults to be 7.0. Based on historical seismicity and the
ceology of southwestern Utah, Earth Sciences Associates, Inc. (1982) incicate

the recurrence interval for an earthquake of magrnitude 7.0 to 7.5 cn one of

TABLE 1
Epicenter Location
Index to Nos. Maximum
in Flg. 9. Date Magnitude Intensity Latitude (N) Longitude (W)
1 04/20/1891 50" Vi a7° 08.38° 113 34,4717
2 11/17/1902 6.3" Vil 37° 23.58° 113°31.20
3 12/058/1902 5.0° Vi 37° 23.68 113°31.20
4 11/23/1903 4.3° v 37° 08,38’ 113*34.41'
S 11/26/1920 4.3 V-vi 37°086.38’ 1132 34.41°
6 11/02/1949 4.7 Vi a7° 06.3¢ 113° 34 41
Sources: Christenson and Deen (1985); University of Utah Seismograph Stations (1986).

*Magnitude not instrumentally measured, but estimated from maximum modified Mercallt intensity

assuming Gutenberg-Rlichter reiation (Gutenberg and Richter, 19586).

Table 1.

Earthquakes of Richter magnitude 4.0 or grealer in the site area, 1850 to March 1986.
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these three faults to ramge from 1,C00 to 10Q,0CC years and 236 te 365 years
for a magnituce £€.0 event. FPrior to the study by Earth Sciences Associates,
Inc. (1582), the youngest datec faults relative tc the site were considerec to
be late-Fleistocene and locatec 5.5 miles to the east in the Hurricane fault
zone (Anderson and Miller, 1579). Earth Sciences Associates, Inc. (1982),
however, dated Holocene movement on the Washington fault 4.0 miles south of

the site.

Earthguakes procucing maximum Mercalll intensities of VIII or greater have
occurrea in southwestern Utah (appendix 4). Faults are not present on the
site anc, therefore, ground rupture is not expected. However, the study area
could experience severe ground shaking from moderate to large earthguakes that
coula accelerate rockfall on Washington Black Ridge and damage or destroy
stuctures not preoperly desigrned to withstand seismic forces. The Utah Seismic
Safety Advisory Ccuncil (USSAC) and the Uniform Bullding Code (UEC) place the
site in seismic zane 2 for which the maximum modified Mercalli intensity
expected is VII. The UGMS accepts LBC seismic zone 2 as appropriate for most
construction in the area and believes that the UBC seismic zones should not be
changed without strong justification. However, for critical facilities
(hospitals, public safety buildings, schools) construction conforming to UEC

seismic zone 3 guidelines is recommended for added safety (Christenson, 1984).

Suitability for Scil Absorption Systems

Conditions suitable for wastewater Jisposal systems utilizing septic tank
and soil absorption fields are depencent on sail type and permeability, slope,
flood hazard, depth to grcund water, depth to bedrock, and erosicn

susceptibility. Much of the site is poorly suited for absorption systems
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because of exposec or shallow becrock, steep slopes, cr flocd and erosion
hazard. Areas cesignated as Kayenta Formation, Moenave Fcrmation, fill, and
celluvium cn figure 3 are unsultable. The areas desigrated as alluvial/eolian
anc eollian may oe suitable except where shallow becdrock, steep slopes, or
flood hazard are present, Furthermore, areas with poorly graded sancs and
gravels or fines may also be unsuitable because of excessively high or
excessively low permeability, respectively. The area on the site with the
greatest potential for cevelcping soil adsorption field systems is shown on
ficure 17. In other areas wastewater systems could conceivably be cevelcrec,
ncowever, by using alternatives to the stancarc septic tank and cisposal field

presently being evaluated by the Utah Department of Health.
CONCLUSICONS AND RECOMMENCATIONS
The parcel of land iInvestigated for this study can be developed in a safe
and efficient manner with proper planning based on a knowledge of natural
conditions. The following major hazard conditions have been identified on the

site and should be addressed during planning for future develcpment.

1. Flooding with peossible debris flooding in Grapevine Pass Wash anc other

intermittent drainages.
2. Erosion in some areas of the site,

3. Rockfaly from basalt capping Washington Black Ridge and rotational

slumping in the Chinle Fermaticn.

4. Expansive clays in the Chinle Formation.
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Figure 17. Area most suitabie for wastewater disposal systems.
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Gypsum in the Chinle, Mgenave, and possibly Kayenta Formations.
Seismic ground shaking.
Unsuitability for soil absorption systems.

Based on these hazards, the following recommendations for general planning

made:

Cevelopment is not recommenced in active stream channels (fig. 1Z5) unless
flood-control measures are implemented. Although less of a hazard, sheet
wash should be controlled upslope from development on the Kayenta

Formation.

Erosion is active on the site, being most severe in the southwest., If
erosion and drainage control measures are implemented, most areas can be
developed. Where control measures are not employed, adequate setback
distances normal to gully and channel walls, and to gully heads should be
determined prior to cevelopment in the area of severe erosion in the
southwest part of the site. Flow in the ephemeral tributaries should be

diverted or otherwise contrclled.

The part of the flank of Washington Black Ridge underlain by the Chinle
Formation is not recommended for development due to past landslide
activity. The remainder of the flank is underlain by more competent
bedrock and can be ageveloped if rock-fall protection measures are

implemented (berms, angle cuts, wire-mesh fences).
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Foundation investigations should be performed for all proposed buildings
and cut slopes. The possibility of expansive clays and gypsum in soil and
tedrock shculd be carefully investigated. Critical facilities require an

evaluatian of ground response resulting from seismic shaking.

Constructicon should at least conform to UBC seismic zone 2 standards. For
an adcitianal factor of safety, critical facilities shoulc conform to UBC

seismic zone 3 guicelires.

Much of the site appears unsuitatble for conventioral soil absorption
systems. However, alternative systems presently being evaluated by the
Utah Department of Health may allow for development in many of these

areas.
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fppendix 1
GLOSSARY OF TERMS
Sedimentary deposits resulting from depositicn by streams.
A fold in rock strata that is convex upward.

Stratum or zone below the surface of the earth capable of
producing water as from a well.

A strip of relatively level earth or rock, raised and narrow.

Clay formed by the decomposition of volcanic ash, generally
highly expansive.

Poorly sorted mixture of angular rock fragments anc fine-grained
materials movec by gravity.

Sloping surface terminated cn one side by a steep slope, formeg
on gently dipping resistant rock layers.

Resulting from the action of wing.

Drainage that flows only in respcnse to precipitation, otherwise
dry.

A fault where the hanging wall (upper block) has moved cownward
relative to the footwall (lower block).

Overland flow of water not concentrated in chanmels, generally in
response to periods of heavy rainfall.
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iLnifieg Soil Classificaticn Systems
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Fopercix 4

MODIFIED MERCALLIINTENSITY SCALE OF 1931
{Abridged)
Not felt except by a very few under especially favorable circumstances.

Felt only by a few persons at rest. especiaily on upper foors of buiidings. Delicaiely suspended objects
may SWing.

Fait quite noticaably indoors, especially on upper floors of buildings, but muny peoplc 4o nol recox-
nize it as an carthqueke. Swnding motor cars may rock slighuy, Vibration like passing of iruck. Dura-
uon estimuted.

Duniag the day feli :ndoors by many, outdoors by few. At night some awakened. Dishes, windows,
doors disturbed: walls made cracking sound. Sensahion ike heavy truck stnking building, standing
motor cars rockad naticeabls.

Felt by nearly evervone: many awakened. Some dishes, windows, ote, broken, a few instances off
cracked plaster: unstable obyects overturned. Disturbance of troes, poles and other tall objects some-
times notved. Pendulum clocks muy stop.,

Felt by ait, many (righiened and run ouidoors. Some heavy furniture moved: a few instinces of lallen
plaster or damaged chimngeys. Damage shieht,

Evervbody runs outdeors. Damage neeligible 1n buildings ol good Jesign and consiruction; slight to
moderate in wetl-built ordinary structures, considerable i poorly built or badly designed siructures:
some chimneys broken. Noticed by persons driving motor cars.

Damage slight in specially designed structures: considerable in ordinary substantial buildings with par-
tial collupse; greul in pooriv built structures, Panel walls thrown out of lrame siructures. Fall of
chimneys. factory stacks, columns, monuments, walls. Heavy furniture overiurned. Sund and mud
ejected in small amounts. Changes in well water, Disturbed persons driving motoer cars.

Damage considerabte in specially designed siructures. well designed frame structures thrown out of
plumb: great in subsiantal buildings. with partial collapse. Buildings shifted oIT foundations. Ground
crucked consmicuously. Underground pipes broken.

Some well-built wooden structures desiroyed: most masonry and frame siructures destroved with
foundations; ground badly cracked. Rails bent. Landslides considerabie from river banks and steep
slopes. Shifted sand and mud, Water splushed (slopped) over banks.

Few, ilany {masonry). structures remain stunding. Bridges destroyed. Broad lissures in ground. Un-
derground pipe lines completcly out ol service. Furth slumps and fand slips in soft ground. Ranls bent
greatly.

Damage total. Waves scen on ground surfaces. Lines ot sight and leve! distoried. Gogects thrown
upward into the ur.

Seuree Bartfyuabe Intormanon Bullcon, s 80 1973 v



